P4 MicroStrain’

Quick Start Guide

Little Sensors, Big Ideas.®
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TC-Link®-mXRS® 1 Channel
Wireless Thermocouple Node

Questions or problems during setup? Go to www.microstrain.com/support
or call Technical Support: 1.800.449.3878 or 1.802.862.6629
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P/N 9008-0134
Connector, DC adapter, 1.3mm-2.1mm

P/N 9011-0009
Power Supply, 100-240VAC, 9V, SA

P/N 6310-4000
TC-Link®-1CH-mXRS®
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JKRS,TEBorN type
Thermocouple with Type
1 Standard Mini (SM)
Flat-pin Connectors

CERTIFICATE
OF CALIBRATION
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P/N 6307-1040
WSDA-BASE-104

P/N 9022-0029
USB Cable
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P/N 9011-002
Power Supply Adapter Kit
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P/N 8200-0013
CD, Node Commander Software

POWER OFF the TC-Link®-1CH-mXRS®
and charge for 3-4 hours before using

« While charging, both green and red LED:s are lit; if only green LED lit, unplug/re-
plug

o When charge complete, red LED turns off and battery charged LED turns green
« Device Status LED flashes rapidly to indicate a successful boot-up. LED ‘pulsing’
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Node Commander®

Wireless Sensing Software Suite

., Install the MicroStrain Node Commander So

#1 View Product Documentation

© Copyright 2012 MicroStrain, Inc

Follow on-screen installation
instructions to install Node
Commander software

ftware Suite |

Double-click Node Commander
icon on the Desktop
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Please cycle the power on all nodes you'd like Node Commander to find.
Discovered nodes will show up under Base Station Com 3.
Click the stop button to leave node discovery mode.
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@ INSTALL AND CONFIGURE @ ACQUIRE DATA

Adjust X-Axis width

1. Select measurement 6. Select thermocouple type: — to zoom in on data
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2. Limit file size here - note
free space available
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